
aUNINIARY 
The current PTE for the IPP Facility is: 

pollutant 
	

PIE 
PM10 	 3261.70 tons / yr 
S02 	 11128.30 tons / yr 
NOx 	 37220.20 tons / yr 
CO 	 1891.10 tons / yr 
VOC (includes VOC HAPs and AP-42 VOC calc) 	 61.97 tons / yr 
Lead 	 0.380 tons / yr 
Beryllium 	 0.009 tons / yr 
Mercury 	 0.284 tons / yr 
Fluorides (HF) 	 15.20 tons / yr 
Sulfuric Acid 	 8.00 tons / yr 
Other HAPs (non-VOC) 	 84.80 tons / yr 
No emission calculations for: 

Hydrogen Sulfide 
Total Reduced Sulfur 
Reduced Sulfur Compounds 
Asbestos 
Vinyl Chloride 

The actual to future actual emissions change for this project is calculated as follows: 

pollutant 
Current Emissions (2yr Avg  Emission Increases Expected 

tons/year 	 tons/year 
Emissions 

tons/year 
PSD 

Triager 
PM10 787.67 9.75 797.42 15 
SO2 3586.31 0.00 3586.31 40 
NOx 25143.97 0.00 25143.97 10 
CO 1317.06 77.56 1394.62 100 
VOC (includes VOC HAPs and AP-42 VOC calc) 11.82 0.69 12.51 ao 
Lead 0.098 0.007 0.105 0.6 
Beryllium 0.001195529 0.00000 0.001195529 0.0004 
Mercury 0.081 0.024 0.105 0.1 
Fluorides (HF) 9.70 0.42 10.12 3 
Sulfuric Acid 4.06 0.00 4.06 7 
Other HAPs (non-VOC) 59.38 0.52 59.90 10 
No emission calculations for: 

Hydrogen Sulfide 
Total Reduced Sulfur 
Reduced Sulfur Compounds 
Asbestos 
Vinyl Chloride 
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